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MP-MED201 - 1 Gang BT Master Telephone Socket

Standard(s) BS 5733 (Where Applicable)

Mounting Box Depth (Min) 25mm

Earth Terminal Capacity 1, 2, 3, 4, 5 4 x 1.0mm², 4 x 1.5mm², 2 x 2.5mm², 1 x 4.0mm² (Earth)

Fixing Centres 60.3mm

Size 86mm x 86mm x 22mm (3.7mm Plate thickness)

Product Class 1 Product must be earthed

Ambient Operating Temperature -5° to +40°C

Recommended Location Internal Use Only

Maximum Installation Altitude 2000m

IP Rating IP2XD

Trademarks The Soho Lighting Company is a registered trade mark number: UK00003313349, 
EU017906396, Date: 25 May 2018
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MP-MED201 - 1 Gang Telephone Primary Socket Drawing

MJ Mackrory
Soho Lighting, Unit 3C, Latham Park

St Blazey Road, Par, PL24 2HY
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TECHNICAL SPECIFICATION

FROM EARTH

Normally a maxinum of five telephones can be 
connected to one exchange line. Any sockets 
are connected in parallel, i.e. Pin 1; Pin 2; etc.

PIN COLOUR CODE:

1 Green or Green/White
2 Blue or Blue/White
3 Orange or Orange/White
4 White or White/Orange
5 White or White/Blue
6 White or White/Green


