THE SOHO LIGHTING CO.

MT-LTS322 - 2 Gang Toggle (1x 2-Way & 1x Intermediate) - Classic
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THE SOHO LIGHTING CO.

MP-GRD152 - 2 Gang TM Module Grid Switch Face Plate + Grid Frame

86mm

4mm

86mm

TECHNICAL SPECIFICATION

Standard(s)

Mounting Box Depth (Min)

Earth Terminal Capacity

Fixing Centres

Size

Product Class 1

Ambient Operating Temperature
Recommended Location
Maximum Installation Altitude

IP Rating

Trademarks

BS 5733 (Where Applicable)

35mm

3x2.5mm? 2 x4.0mm? 1x6.0mm? (EARTH)
60.3mm

86mm x 86mm x 4mm (Plate thickness)
Product must be earthed

-5°to +40°C

Internal Use Only

2000m

IP2XD
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THE SOHO LIGHTING CO.

MT-SGP310 - 20A 2 Way TM Grid Toggle Module - Classic
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- THIS MODULE
MUST BE FITTED TO
AN EARTHED FACE
A PLATE
TECHNICAL SPECIFICATION

Standard(s) BS EN 60669-1

Voltage Rating

Contact Gap

Mounting Box Depth (Min)
Terminal Capacity

Size

Product Class 1

Ambient Operating Temperature

Recommended Location

Maximum Installation Altitude

IP Rating
Switched Poles
Mains Frequency

Contact Gap Minimum

Trademarks

All products listed conform to current
British or European standard and the
product information is correct at the
time of going to press. lllustrations and
diagrams are reproduced within the
limitations of reproduction and printing
process and are not binding.

20 Amp, 250V~ (20AX — no derating for inductive or fluorescent loads)

Normal Gap
35mm
4x1.5mm?, 2x 2.5mm? & 1x 4.0mm?

55mm x 25mm x 41mm

Product must be fitted to an earthed faceplate

-5°to +40°C
Internal Use Only
2000m

IP2XD

Single

50hz - 60hz

3mm
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THE SOHO LIGHTING CO.

MT-SGP312 - 20A Intermediate TM Grid Toggle Module - Classic
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g THIS MODULE MUST BE FITTED TO AN EARTHED FACE PLATE
TECHNICAL SPECIFICATION
Standard(s) BS EN 60669-1

Voltage Rating

Contact Gap

Mounting Box Depth (Min)
Terminal Capacity

Size

Product Class 1

Ambient Operating Temperature
Recommended Location
Maximum Installation Altitude
IP Rating

Switched Poles

Mains Frequency

Contact Gap Minimum

Trademarks

All products listed conform to current
British or European standard and the
product information is correct at the
time of going to press. lllustrations and
diagrams are reproduced within the
limitations of reproduction and printing
process and are not binding.

20 Amp, 250V~ (20AX — no derating for inductive or fluorescent loads)

Normal Gap
35mm
4x1.5mm?, 2x 2.5mm? & 1x 4.0mm?

55mm x 25mm x 41mm

Product must be fitted to an earthed faceplate

-5°to +40°C
Internal Use Only
2000m

IP2XD

Double

50hz - 60hz

3mm
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